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Beskrivelse 

Formålet med en solovn er at omdanne sollys til 
varmeenergi. Der er tre hovedtyper af solovne: 
boks, panel og parabolsk. Boks-ovne minder mest 
om en almindelig ovn og energiomsætningen 
virker således indirekte ved at opvarmningen 
foregår i en lukket boks. For paneler og parabler 
foregår energiomdannelse direkte, idet det 
reflekterede lys ledes direkte på en overflade. En 
parabolsk reflektor er en effektiv måde til at 
udnytte sollyset, idet dens tallerkenformet 
udformning koncentrerer indstrålingen af sollys 
mod det samme område - brændpunktet.  

 

Denne parabolske solovn udmærker sig ved at 
have et justeringshåndtag, hvorved brugeren kan 
justere vinklen på den reflekterende parabol 
under brug madlavning. Arealet af solovnens 
parabol giver en koncentration af sollys som får en 
skål vand til at koge på under 10 minutter. 

 

Samlevejledning 

1) Samling af parabolen. 
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2) Montage af parabolbeslag for trefod. 
 

 

 
 

3) Montage af holder til stang for trefod. 

 
 
 

 
 

4) Montage af stativ til skål på forsiden. 

 

Tekniske data  

• Parabolens diameter er 1,5 m. 

• Afstand fra reflektorflade til 

brændpunktet 0,65 m 

Bemærk: Brændpunktet bliver meget varmt. 

Solovnen bør altid benyttes under opsyn af en 

lærer. Brug altid varmebeskyttelse for at 

undgå brandskader. 

 

  

Reklamationsret 
Der er to års reklamationsret, regnet fra fakturadato. 
Reklamationsretten dækker materiale- og produktionsfejl. 
Reklamationsretten dækker ikke udstyr, der er blevet mishandlet, 
dårligt vedligeholdt eller fejlmonteret, ligesom udstyr, der ikke er 
repareret på vort værksted, ikke dækkes af garantien. 
Returnering af defekt udstyr som garantireparation sker for 
kundens regning og risiko og kan kun foretages efter aftale med 
Frederiksen. Med mindre andet er aftalt med Frederiksen, skal 
fragtbeløbet forudbetales. Udstyret skal emballeres forsvarligt. 
Enhver skade på udstyret, der skyldes forsendelsen, dækkes ikke af 
garantien. Frederiksen betaler for returnering af udstyret efter 
garantireparationer. 
© Frederiksen Scientific A/S 
Denne brugsvejledning må kopieres til intern brug på den adresse 
hvortil det tilhørende apparat er købt. Vejledningen kan også 
hentes på vores hjemmeside. 
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Description 

The purpose of a solar oven is to transform 
sunlight into heat energy. There are three main 
types of solar ovens: box, panel and parabolic. Box 
furnaces are mostly reminiscent of an ordinary 
oven and the energy conversion thus indirectly 
works by heating in a closed box. For panels and 
parabolas, energy conversion occurs directly, with 
the reflected light being directed directly onto a 
surface. A parabolic reflector is an effective way to 
exploit the sunlight, its plate-shaped design 
concentrating the sunlight on the same area - the 
focal point. 

 

This parabolic solar oven is distinguished by having 
an adjustment handle, which allows the user to 
adjust the angle of the reflective dish during 
cooking. The area of the solar oven's dish provides 
a concentration of sunlight that causes a bowl of 
water to boil in under 10 minutes. 

 

Assembly instructions 

1) Assembling the dish. 
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2) Mounting square bracket for parabolic tripod 
base. 

 

 

3) Mounting of bracket for parabolic tripod. 

 
 

 

 

4) Mounting stand for stove ring on the front. 

 

 

Specifications  

• The diameter of the satellite dish is 1.5 m. 

• Distance from reflector surface to focal point 
0.65 m 

 

Note: The focal point becomes very hot. The solar 
oven should always be used under the supervision 
of a teacher. Always use heat protection to avoid 
fire damage. 

 

Warranty 

There are two years of warranty right from the invoice date. 

The warranty covers material and production defects. 

The warranty does not cover equipment that has been mistreated, 
poorly maintained or incorrectly fitted, and equipment not repaired 
in our workshop is not covered by the warranty. 

Return of defective equipment as warranty repair is at the 
customer's expense and risk and can only be done by agreement 
with Frederiksen. Unless otherwise agreed with Frederiksen, the 
freight amount must be prepaid. The equipment must be packed 
properly. 

Any damage to the equipment caused by the shipment is not 
covered by the warranty. Frederiksen pays for the return of the 
equipment after warranty repairs. 

© Frederiksen Scientific A / S 

This instruction manual must be copied for internal use at that 
address 

to which the appliance is purchased. The guide can also be 
downloaded from our website. 


